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CANOVACANOVA CANOVA twin

Faretto da incasso su cartongessi con 
stuccatura a filo, completo di portalam-
pade GU10 per lampade Ø 50 mm a led 
e alogene.

Recessed luminaire for installation in false cei-

ling, complete with lampholder GU10 for led or 

halogen lamps Ø50.

CANOVA recessed                              square

Source GU10 lamp

Input 230Vac

Weight 0,8 kg

Insulation Class I

IP Code IP20

Dimensions 118x118x62 mm

Body Plaster

Diffuser -

Faretto da incasso su cartongessi con 
stuccatura a filo, completo di portalam-
pade GU10 per lampade Ø 50 mm a led 
e alogene.

Recessed luminaire for installation in false cei-

ling, complete with lampholder GU10 for led or 

halogen lamps Ø50.

Faretto da incasso su cartongessi con 
stuccatura a filo, completo di portalam-
pade GU10 per lampade Ø 50 mm a led 
e alogene.

Recessed luminaire for installation in false cei-

ling, complete with lampholder GU10 for led or 

halogen lamps Ø50.

CANOVA recessed                              Twin

Source GU10 lamp

Input 230Vac

Weight 1,10 kg

Insulation Class I

IP Code IP20

Dimensions 188x120x62 mm

Body Plaster

Diffuser -

CANOVA recessed                              round

Source GU10 lamp

Input 230Vac

Weight 0,8 kg

Insulation Class I

IP Code IP20

Dimensions ø 130x72 mm

Body Plaster

Diffuser -
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